
US&S SWITCH
ORDER / BUILD FORM

CUSTOMER & ORDER INFORMATION

Company Name 

Company Contact 

Purchase Order #

MACHINE CONFIGURATION

Machine Type

M23A 

M23B 

M3

Volts

20VDC

110VDC

Hand Configuration

Right Hand 

Left Hand

Control Wire

3 Wire

5 Wire

GEAR RATIO

528:1 (26 - 34 Sec.* - 20VDC) 

360:1 (15 Sec.* - 20VDC)

360:1 (8 Sec.* - 110VDC) 

189:1 (4.5 Sec.* - 110VDC)

*Switch over time measured in accordance with AREMA (AAR) Manual Part 12.2.5.
These times will vary depending upon motor terminal voltage and machine operating load and conditions.

CONTACTS, HEATER & FINISH

Contact Configuration

Normally Open 

Normally Closed

Heater Voltage

24V 

110V 

N/A

Wiring Terminal Board

Original 

Wago Style

Machine Color

Black 

Silver

Covers

Aluminum 

Cast

See page 3.

Internal Lock Rod & 
Point Detector Rod

Select on page 2.

SPECIAL INSTRUCTIONS
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INTERNAL RODS
M23 SWITCH MACHINE / PATCO PART NUMBERS

ADJUSTABLE LOCK RODS - STANDARD LENGTH

NARROW NOTCH | PAT-X-224934
4 3/8" to 6 1/4" point stroke; X = 36 1/4"; 7 1/2" thread; 2 3/8" notch

WIDE NOTCH | PAT-X-816005060
4 3/8" to 6 1/4" point stroke; X = 36 1/4"; 7 1/2" thread; 2 1/2" notch

ADJUSTABLE LOCK RODS - LEFT / RIGHT HAND

NARROW NOTCH, LH | PAT-X-258643
3 1/2" to 6 1/8" point stroke; X = 47 7/8"; 10 3/4" thread; 2 3/8" notch

NARROW NOTCH, RH | PAT-X-274570
3 1/2" to 6 1/8" point stroke; X = 47 7/8"; 10 3/4" thread; 2 3/8" notch

POINT DETECTOR BARS

REF A | LUG END | PAT-X-284475
3 7/8" to 6" point stroke
REF B | THREADED END | PAT-X-285907 
3 7/8" to 6" point stroke
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TERMINAL BOARD
SELECTION REFERENCE

ORIGINAL

WAGO STYLE
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